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Contents:  
• Remote FDC Connection  
• FDC Signs  
• Sprinkler Riser Room Signage 
• F.A.C.P. Signage 
• Fire Protection Signage 
• Fire Department Command Center 
• Bollard Crash Protection for Fire Department 

Equipment 
 
Purpose: 
Properly identified fire protection systems will enable Fire 
Fighters to more efficiently do their job. This means a 
better outcome for the property owner.
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Note: 
 
1. The sign plate shall be a minimum size of 12X12 inches  

with a thickness of .080 aluminum construction. 
 
2. Two mounting straps with nut and bolt fasteners. 

 
3. Font style is Handel Gothic capital fonts. 

 
4. The sign face shall have red reflective background with a white legend. Use 

the standard 3M Scotchlite sign face number R7-32 or equivalent, with white 
screen printed lettering as shown above. 

a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse 
cut to allow white reflective background to show through lettering. 

b. Screen printed using 3M 8801 series red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 

 

Front view Back view 

FDC 
SPRINKLER 

SYSTEM         
 

ADDRESS  
GOES HERE 

2 ½” X ½” WHITE LETTERING 
 
 
 
 
 

1 ½” X ¼” WHITE LETTERING 
 
 

 
1 ¼” X ¼” WHITE LETTERING 

RREEMMOOTTEE  FFDDCC  SSPPRRIINNKKLLEERR  SSIIGGNN  DDEETTAAIILL  
(E(EXCEPTION)  XCEPTION)

        Rev 5/08 6 - 1 



SSuurrpprriissee  FFiirree  DDeeppaarrttmmeenntt  
14250 W. Statler Plaza, Suite101 

623.222.5100 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
     
 
  Notes: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. FDC height min 18”, Max 48” A.F.G. 

2. Uni-strut anchored in concrete pad. 

3. Cast brass I.D. plate with specified lettering.                   

4. Freestanding 4” x 2 ½” x 2 ½” two-way fire department connection. N.S.T. type threads. 

5. UL listed & FM approved check valve. 

6. Paint face/top of curb Safety Red with fire lane signs and lettering to designate fire lane per  
City of Surprise. 
 

7. 18” x 18” x 10” concrete pad (do not locate F.D.C. in retention areas) 

8. 4” connection to underground. 

9. 360° red strobe with guard. 

10. At this point the strobe is an Edwards 114STR-EK and the guard is an Edwards 114_GRD.   
The guard is not as protective as we hoped.  If a more “vandal-proof” guard is available we will 
consider it.  Strobe is to be connected to fire alarm control panel and activate on water flow  
alarms only. 

 

11. The FDC shall be located on the entrance side of the building, outside of the collapse zone and 
within 25’ of a fire hydrant.  

 

12. Refer to page 6.1 for sign detail. 

FFRROONNTT  VVIIEEWW  SSIIDDEE  VVIIEEWW  

RREEMMOOTTEE  FFDDCC  WWIITTHH  SSTTRROOBBEE  DDEETTAAIILL  IINNSSTTAALLLLAATTIIOONN  
((EEXXCCEEPPTTIIOONN))  
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FDC 
 

SPRINKLER  
SYSTEM        

 

ADDRESS  
GOES HERE

FFDDCC  WWAALLLL  MMOOUUNNTT  SSIIGGNN  
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2 ½” X ½” WHITE LETTERING 
 
 
 
 
 
 
 
 
1 ½” X ¼” WHITE LETTERING 
 
 
1 ¼” X ¼” WHITE LETTERING 

 
NOTES: 
 
1. The sign plate shall be a minimum size of 12X12 inches  

with a thickness of .080 aluminum construction. 
 

2. To be installed on the wall 7-ft above grade over FDC valve. 
 

3. Font style is Handel Gothic capital fonts. 
 

4. The sign face shall have red reflective background with a white legend. Use 
the standard 3M Scotchlite sign face number R7-32 or equivalent, with white 
screen printed lettering as shown above. 

a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse 
cut to allow white reflective background to show through lettering. 

b. Screen printed using 3M 8801 series red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 
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FFDDCC  SSPPRRIINNKKLLEERR  SSIIGGNNSS  

NOTES: 
 
1. The sign plate shall be a minimum size of 12x12 inches with a thickness of .080 

aluminum construction. 
 
2. Font style is Handel Gothic capital fonts. 

 
3. The sign face shall have white 3M diamond-grade reflective sheeting (3990 series 

VIP, type IX) applied as a background. 
 

4. Lettering/graphics shall be one of the following: 
a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse cut to 

allow white reflective background to show through lettering. 
b. Screen printed using 3M 8801 series red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 

 
5. To be installed on the wall seven (7) feet above grade over FDC valve. 
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NOTES: 
 
1. The sign plate shall be 12x12 inches with a thickness of .080 aluminum 

construction and 1½ radius corners. 
 
2. Font style is Handel Gothic capital fonts. 
 
3. Sign face shall have 3M Scotchlite diamond-grade VIP reflective sheeting 

(ASTM Type IX) applied to .080 aluminum using 8801 series 3M traffic sign red 
translucent ink or 3M Scotchlite Electrocut red 1172 film for background, allowing 
reflective sheeting white to show through as lettering.  Both processes will 
accomplish red field with white copy. 

 
 

MASTER F.D.C. 
FOR 

 

• HYDRANTS 
• SPRINKLERS 
• STANDPIPES 

C 

SSPPEECCIIAALL  MMAASSTTEERR  FFDDCC  SSIIGGNN  
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NOTES: 
 
1. The sign face shall be 12x12 inches and fabricated from .080 aluminum sheet with 

1½ inch radius corners. 
 
2. Font style is Handel Gothic capital fonts. 

 
3. The sign face shall have a white 3M diamond-grade reflective sheeting (3990 series 

VIP type IX) applied as a background. 
 

4. Lettering/Graphics shall be one of the following: 
a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse cut to 

allow white reflective background to show through lettering. 
b. Screen printed using 3M 8801 series red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 

STORAGE PROHIBITED
11/16” LETTERING 
1/8” STROKE 

FFIIRREE  DDEEPPAARRTTMMEENNTT  SSPPRRIINNKKLLEERR  RRIISSEERR  RROOOOMM  SSIIGGNN  
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FF..  AA..  CC..  PP..  //  RRIISSEERR  RROOOOMM  IIDDEENNTTIIFFIICCAATTIIOONN  SSIIGGNN  

F.A.C.P. 
 

RISER 
ROOM 

 
STORAGE PROHIBITED 

NOTES: 
 
4. The sign plate shall be 12x14 inches with a thickness of  

.080 aluminum construction and 1½ radius corners. 
 

5. Font style is Handel Gothic capital fonts. 
 

6. Sign face shall have a white reflective copy on red non-reflective, engineer-grade vinyl 
background, using 3M Scotchlite sign face number R7-32 or equivalent, with 3M 
Scotchlite pressure sensitive reflective sheeting, engineer-grade or better, for 
lettering/numbering. 

a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse cut to 
allow white reflective background to show through lettering. 

F. A. C. P. RISER ROOM SIGN DETAIL 
 

                 WHITE REFLECTIVE LETTER 
                   RED VINYL BACKGROUND 

b. Screen printed using 3M 8801 series red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 
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           FF..  AA..  CC..  PP..  IIDDEENNTTIIFFIICCAATTIIOONN  SSIIGGN 
 
 
 
 
 

    
 

F.A.C.P. 

 
 
 
 
 
 
 
 
 

 
 
 

 
 

STORAGE PROHIBITED  
 
 
 
 
 
 
 F. A. C. P. SIGN DETAIL 

 
WHITE REFLECTIVE LETTER 
RED VINYL BACKGROUND 

N  

 
 
 
 
 

NOTES:  
  
 1. The sign plate shall be 12x14 inches with a thickness of .080 aluminum construction  

and 1½” radius corners. 
 
2. Font style is Handel Gothic capital fonts. 
 
3. Sign face shall have a white reflective copy on red non-reflective, engineer-grade vinyl 

background, using 3M Scotchlite sign face number R7-32 or equivalent, with 3M 
Scotchlite pressure sensitive reflective sheeting, engineer-grade or better, for 
lettering/numbering. 

a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse cut to allow 
white reflective background to show through lettering. 

b. Screen printed using 3M 8801 series red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 
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NOTES: 
 
1. The sign plate shall be12X18 inches and fabricated from .080 aluminum sheet 

with 1½ inch radius corners. 
 
2. Font style is Handel Gothic capital fonts. 

 
3. The sign face shall have a white 3M diamond-grade reflective sheeting (3990 

series VIP type IX) applied as a background. 
 

4. Lettering/Graphics shall be one of the following: 
a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse cut 

to allow white reflective background to show through lettering. 
b. Screen printed using 3M 8801 series traffic sign red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 

 
5. Installed Knox Box model #3502 next to lock on Fire Department access door. 

WWEETT  SSTTAANNDDPPIIPPEE  SSIIGGNN  DDEETTAAIILL  
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NOTES: 
 

1. The sign face shall be 12”x18” and fabricated from .080 aluminum sheet with 
 1-½” radius corners. 
 

2. Font style is Handel Gothic capital fonts. 
 
3. The sign face shall have a white 3M diamond-grade reflective sheeting  

(3990 series VIP type IX) applied as a background. 
 
4. Lettering/Graphics shall be one of the following: 

a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse 
cut to allow white reflective background to show through lettering. 

b. Screen printed using 3M 8801 series traffic sign red translucent ink. 
c. Both processes (A or B) will accomplish a red field with white copy. 

 
 

 
 

 

FFIRE  HYDRANT  LOCATION  SIGN  IRE HYDRANT LOCATION SIGN

        Rev 5/08 6 - 12 



SSuurrpprriissee  FFiirree  DDeeppaarrttmmeenntt  
14250 W. Statler Plaza, Suite101 

623.222.5100 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTES: 
 
1. 3/16 inch thick 2X3X15¾ inches aluminum angle bracket. 
 
2. The sign plate shall be a minimum of 12X18 inches with a thickness of .080 

aluminum construction. 
 
3. Approved sign bracket is available for flag-mounted Fire Department access 

signs.  Bracket can be used on either the right or the left side of sign. 
 
4. This application only available when sign cannot be installed on an approved 

post. 

WWAALLLL  SSIIGGNN  BBRRAACCKKEETT  ““FFLLAAGG--MMOOUUNNTT””  
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NOTES: 
1. The sign face shall be 14X14 inches and fabricated from .080 aluminum sheet with 

1½ inch radius corners. 
 
2. The sign face shall have a white 3M diamond-grade reflective sheeting (3990 series 

VIP type IX) applied as a background. 
 
3. Lettering/Graphics shall be one of the following: 

a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse cut to allow 
    white reflective background to show through lettering. 
b. Screen printed using 3M 8801 series traffic sign red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 
 

4. Font style is Handel Gothic capital fonts. 

 
 

SPRINKLER  CONTROL  VALVE  SIGN  FOR  ZONE  APPLICATIONS  SPRINKLER CONTROL VALVE SIGN FOR ZONE APPLICATIONS
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                    SSPPEECCIIAALL  DDEETTAAIILL  FFOORR  AACCCCEESSSS  CCUUTT  OOUUTT  PPAANNEELL  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTES: 

 

 
 
1. The sign face shall be 16x16 inches and fabricated from .080 aluminum sheet with  

1½ inch radius corners. 
 
2. Font style is Handel Gothic capital fonts. Additional kerning between letters as shown. 

 
3. The sign face shall have a white 3M diamond-grade reflective sheeting (3990 series VIP 

type IX) applied as a background. 
 

4. Lettering/Graphics shall be one of the following: 
a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse cut to allow 

white reflective background to show through lettering. 
b. Screen printed using 3M 8801 series traffic sign red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 
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PPOOSSTT  IINNDDIICCAATTOORR  VVAALLVVEE  SSIIGGNN  

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTES: 
 
1. The sign face shall be 12x14 inches and fabricated from .080 aluminum sheet with  

1½ inch radius corners. 
 
2. Font style is Handel Gothic capital fonts. 

 
3. The sign face shall have a white 3M diamond-grade reflective sheeting (3990 series  

VIP type IX) applied as a background. 
 

4. Lettering/Graphics shall be one of the following: 
a. 3M Scotchlite electronic transparent cutable film (1170 series) inverse cut  

to allow white reflective background to show through lettering. 
b. Screen printed using 3M 8801 series traffic sign red translucent ink. 
c. Both processes (a or b) will accomplish a red field with white copy. 
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14” 

NOTES: 
 

1. The sign plate shall be 12x14 inches x .080 aluminum with 1½ inch radius corners. 
 
2. Font style is Handel Gothic capital fonts. 
 
3. The sign face shall have a red reflective background using 3M Scotchlite sign face 

number R7-32 or equivalent, with white screen printed lettering. 
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